Tuolumne River RST Update

January 25-February 3, 2006 
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Waterford:

Sampling was initiated at a new site near Waterford (RM 29.8) on January 25. A total of 1,717 juvenile Chinook salmon were captured between January 26th and February 3rd.  Daily catch ranged from 50 to 295 Chinook. Individual forklengths ranged from 31 mm to 55 mm, and daily mean lengths ranged from 34.2 mm to 35.8 mm.  
Zero O. mykiss were captured in the rotary screw trap during this sample period.
One trap efficiency test was conducted at Waterford on January 31. Of 240 fish marked caudal fin green, 5.4% were recovered at a river flow of 3,029 cfs at La Grange. The next tests are scheduled for February 8 and 10, and green marks will be used for all trap efficiency tests at Waterford this year.
Grayson:
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The Grayson traps were installed on January 25 and sampling began immediately. A total of 400 juvenile Chinook salmon were captured between January 26th and February 3rd (Figure 2).  Daily catch ranged from 12 to 89 Chinook.  Individual forklengths ranged from 31 mm to 52 mm, and daily mean lengths ranged from 35.1 mm to 36.7 mm.  

Zero O. mykiss were captured in the rotary screw trap during this sample period.
Trap efficiency tests were not conducted between January 26th and February 3rd, but are scheduled for February 9, 11, and 12. Pink marks will be used for all trap efficiency tests at Grayson this year.
Environmental Data:
Instantaneous water temperature taken at the Waterford trap ranged between 49.6°F and 51.0°F, while temperature at Grayson ranged between 50.0°F and 52.2°F.  Turbidity ranged from 2.5 NTU to 3.4 NTU at Waterford and from 3.3 NTU to 4.4 NTU at Grayson.  During the sampling period flows at La Grange ranged between 2,735 cfs and 3,080 cfs and flows at Modesto ranged from 3,158 cfs to 3,408 cfs.  
